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GUVA-S12SC-I8H3 CICIAlYAY4

Features
- Single Supply Voltage, 4-20 mA Current Output
- Measure the UV Power from Sunlight

Applications UV Power Monitoring of Sunlight
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Connection Cable
(5 m)

Units : mm

Absolute Maximum Ratings

Parameter - Remark
Storage Temperature Ts -40 90 °C
Operating Temperature Top -30 85 °C
Electro-Optical Characteristics (at 25 °C)

Parameter - Remark
Supply Voltage Ve 9 24 Vv DC
Offset Current Ig 39 4 4.1 mA
Spectral Detection Range A 240 370 nm 10% of Max.
Output Current Iout 4 20 mA
Detection Power Range P 0 50 mW/cm®
Response Time T 10 ms
Load Resistor R, 500 Q
Relative Responsivity Output Voltage along UV power
1.0 20 GUVA-S125C-18H3"
z = ey
E 081 7 <E: 16 [UV Power (mW/em?) = (lout -4) X 3.125
5 =
é 0.6 - < g
Z £
E 0.4 - B 3
= 2 s < UV Power (mW/ar)
ER E 8 ~
%00 240 250 320 360 400 K 10 20 20 a0 so [ Iout (mA) - 4] x 3.125

- 2,
Wavelength (nm) UV Power from Sunlight (mW/cm®)

GNF =722 - 11 (0) Genicom Co., Ltd. A4(210 X 297)mm



